AVANTE™ COLLECTION
GARAGE DOORS

===

Sleek contemporary garage door designs for exterior
and interor applications.

Optional Insulation

Low

55555

CANYON RIDGE

Rustic faux wood door that duplicates the beauty and
texture of natural wood

Insulated R-value 8.5 - 19.2

Caloulated door section R-value 1s in
accordance with DASMA TDS - 163

Low

5555

COACHMAN® COLLECTION
GARAGE DOORS

Elegant Carriage House garage door designs in virtually
maintenance-free materals

Insulated R-Value 6.5 - 5.0
Caloulated door section R-value is in
accordance with DASMA TDS - 163

Low

555

GALLERY® COLLECTION
GARAGE DOORS

Attractive, unigue garage doors offering design
alternatives to Classic Raised Panel styles
Optonal Insulation R-Value 6.5 - 17.2

Caloulated door section R-value is in
accordance with DASMA TDS - 163

Low

55

GRAND HARBOR®
COLLECTION GARAGE DOORS

Elegant Carriage House garage door designs in virtually
maintenance-free materals
Insulated R-Value 6.3

Caloulated door section R-value is in
accordance with DASMA TDS - 163

Low

55

RESERVE® COLLECTION
GARAGE DOORS

Custom and Semi-Custom handcrafted garage doors in
beautiful Carriage House Designs.

Insulated R-Value no greater than &
Caloulated door section R-value is in
accordance with DASMA TDS - 163

High

5555



CLASSIC'™ WOOD GARAGE
DOORS

Optional Insulation

R-Value 5.9
Calculated door section R-value is in
accordance with DASMA TDS - 163

High

55

PREMIUM SERIES GARAGE
DOORS

T'

Best
Qutstanding durability, appearance, performance and
safety at an exceptional value.

Insulated R-Yalue 6.6 - 17.2
Caloulated door section R-value is in
accordance with DASMA TDS - 163

Low

55

VALUE PLUS SERIES GARAGE
DOORS

r

Better
Insulated two-layer construction provides a beautiful,
energy-efficient garage door

Insulated R-Yalue 4.4 - 6.3
Caloulated door section R-value is in
accordance with DASMA TDS - 163

Low

VALUE SERIES GARAGE DOORS

-

Good
One-layer construction offers an affordable option that
iz both beautiful and reliable.

Mo Insulation

Low




AVANTE COLLECTION - Construction

'\l,? 2 1/8" thick sections

(2} Heavy-duty aluminum frame available in a variety
of colors (see frame colors below)

(3 ) Panels secured with a weather-tight seal

'\1‘ Many glass or aluminum panel options available

@} Integral reinforcing fin

= . . . .
(6} Aluminum retainer with vinyl weatherseal





















































































